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TRIM POST AS NECESSARY TO ALLOW 1"
SPACER BETWEEN TOP RAIL AND TOP OF POST

GREENWOOD FENCE INC.
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1770 CORTLAND CT,
ADDISON, IL 60101

Scale:

P
ro

du
ct

:

Dwg No:

copyright © 2026 all rights reserved.

Issued For:

Designer:

Reviewer:Sheet:

11 x 17

Date:

CDR

CDR4/16/26

A
lu

m
in

um
 E

ur
o 

S
la

t
F

ra
m

e 
M

at
er

ia
l: 

--
-,

 F
ra

m
e 

C
ol

or
: -

--

In
se

rt
 M

at
er

ia
l: 

--
-,

 In
se

rt
 C

ol
or

: -
--

H
ei

gh
t: 

6'

Product #

1/2" = 1'-0"

S13GENERAL NOTES:
1. VERIFY IN FIELD DIMENSIONS BEFORE INSTALLATION.
2. SEE SELECTIONS FOR MATERIALS AND COLOR SPECIFICATIONS.
3. VERIFY MEASUREMENTS BEFORE CUTTING SLATS AND POSTS.
4. VERIFY THE CONCRETE FOOTING FOR POSTS WITH ENGINEERING BEFORE COMMENCING WORK.
5. 2" GROUND CLEARANCE w/ ± FIELD TOLERANCE FROM TOP OF FOOTING TO GROUND LEVEL,

ALLOWING THE FENCE TO START CLOSER TO GRADE IF REQ'D.
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